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 CAUTION Follow manufacturer’s instructions for proper use of cleaning agent. 

Improperly diluted or improperly applied cleaning agents can result in inadequate 

disinfection or a caustic burn hazard. 

Maintenance and Service Safety 

 WARNING Before performing bed maintenance or service, unplug the power cord to 

avoid an electric shock hazard. 

 WARNING If a fault or problem is found during preventative maintenance inspections, 

remove the bed from service until the appropriate repair or adjustment is made. 

Specifications 
 

Deck Height Range 9.5" to 25.5"  Weight with Standard Boards 299lbs. 

Safe Working Load 800 lbs.  Maximum Head Angle 63º ± 3º 

Overall Bed Widths 35.5", 38.5", 41.5", 

47.5” 

 Maximum Knee Angle 19º ± 3º 

Overall Bed Length 94.00"  Power Requirements 120 VAC, 60 Hz 

Overall Bed Weight 270 lbs.  Maximum Current Draw 2.7 amps 

   Controller Output Voltage 24 VDC 

 

Options and Accessories 

 

BATRAP Trapeze Accessory 

BAEXT 4 Inch Bed Extender 

DOLLY-BA Transport Dolly Accessory 

ASRL-PR Pivoting Assist Bar – Right 

ASRL-PL Pivoting Assist Bar – Left  

ASRL-3PL Pivoting Assist Bar – Left w/ Embedded Controls  

ASRL-3PR Pivoting Assist Bar – Right w/ Embedded Controls 

BATT Battery Backup (Factory Option) 

BAUD Two Position Side Rail (Set)  

UD3C Two Position Side Rail (Set) w/ Embedded Controls 

BASCALE Bariatric Scale  

6351 3 Function Pendant  

6429 Pendant with Trendelenburg  
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Disassembly 

Tools Required: 

5/8 Wrench 

5/8 Socket  (Use with an impact driver 

Side Cutters 

NOTE:  It is recommended that an impact driver be used with the 5/8 socket when 

disassembling the bed high low ends and head and foot deck sections 

 

1. Lock all four caster then carefully lay entire bed on the ground, make sure to lay it on the 

head section side.   

  

 

 

 

 

 

 

 

 

 

2. Using side cutters remove the black sip ties on the top of the bed.  

 

 

 

 

 

Head 

Symbol on 

Head 

High/Low. 
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6. Remove the head section from the bundle and place in a safe place until bed assembly.  

This action will free each section from the entire bundle. 

 

 

 

 

 

 

 

 

 

 

7. The foot high low mechanism is below foot section frame that the head section was 

removed from.  Locate the other two 7/16-14 x 4 ½” bolts to remove and repeat step 5. 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

8. Remove the foot section from the foot high low mechanism.  Disassembly is complete 

and it is now time to place the four sections in proper location for assembly. 
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3. Next place each bolt into the bushings located on the head section deck. 

 

 

 

 

 

 

 

 

 

 

4. Now lift the head section deck onto the two bushings located on the head high low 

mechanism. 
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5. Once the bolts are in place and fully seated onto the bushings, use the 

5/8” Wrench and Ratchet to firmly tighten the 5/8” nylon nuts to the bolts. 

 

6. Assemble the foot section deck to the high low mechanism, repeat steps 2 thru 5. 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. Connect the foot section deck frame to the head section deck frame.  To do so, each 

section will be tilted so that assembly will take place underneath each frame.  Tip and then 

rest the frames like the pictures below.  Do the same for each frame making sure the center 

of the deck lines up.  
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8. You will see two more 7/16-14 x 1 ½” bolts and nuts on one of the frames.  Each will 

need to be removed for assembly; do not discard.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

9. Once the bolts are removed, locate the bolts that were removed during 

disassembly.  Line the two frames up until each of the weld bushings align so that 

the bolts can easily slide through.  Now firmly tighten the two 5/8” nuts to the 

bolts and repeat for the other bushing on the frame. 
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12. Flip bed over onto its casters to its flat position and remove all remaining tie straps. Once 

the tie straps are removed you can now attach the hi/low actuators to the extension cable 

along with a plastic c-clip which can be found in your bag attached to frame. 

 

 

 

 

 

 

 

 

 

13. Attach the headboard and footboard to the bed; this can be done by sliding all four 

mounting brackets in the respective channel on the bed. The head and footboards are 

identical and are attached in the same manner.  

 

 

  

 

 

 

 

 

  

 

 

 

 

Note:C-Clip must be put on after they are plugged together 

Mounting Channels 

Mounting Hardware 

Slide all four brackets into 

each channel to attach 

headboard and footboard 
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Bed Deck Expansion or Retraction 

To expand deck push the two buttons simultaneously 

and pull the tube, release the button until the desired 

width is achieved. The first locking location is 39” the 

second  is 42” , and the final is 48”. Repeat on all four 

sections and both sides of bed. Ensure that the section 

locks into desired location. 

To retract deck, depress both buttons and push the tube 

in to the desired location. 

 

   

 

 

 

 

 

 

To position the head or foot of the deck into the through door position depress the buttons and 

push the tube with accessory completely in until the tube stops and in position. Repeat on both 

sides of the deck. 
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Maintenance 

Cleaning 

The frame can be cleaned/disinfected with a disinfecting wipe. Disinfectant should always be 

applied to a cloth; never spray directly on frame or controls. After applying cleaning agent, allow 

the surface to dry prior to placing unit back in service. Clean frame as needed.  

Maintenance and Service 

NOTICE: RECOMMENDED TO PERFORM PREVENTIVE MAINTENANCE EVERY 12 
MONTHS FOR BEST PERFORMANCE. 

1. Inspect the frame for weld cracks or tears. 

2. Check that all bolts, pins and fasteners are still in working order. 

3. Perform functional test on the frame. 

4. Inspect the casters for wear and tear. 

Preventative Maintenance Inspections Problem Resolution 

Inspect bed frame for cracks, tears or bending, 

particularly at welds and joints. 

Remove bed from service. Contact Med-Mizer® customer 

service. 

Inspect electrical enclosures for cracks or other damage. Remove bed from service. Contact Med-Mizer® customer 

service. 

Check that screws, bolts, pins and other fasteners are in 

place, secured and properly tightened. 

Remove bed from service. Tighten loose bolts and screws. 

Contact Med-Mizer® customer service to order  missing or 

damaged fasteners. 

Inspect actuators for excessive wear and misalignment. Remove bed from service. Contact Med-Mizer® customer 

service. 

Inspect power cord for damage including the plug and 

strain relief. 

Remove bed from service. Contact Med-Mizer® customer 

service to order replacement power cord. 

Verify that cables and wires are properly retained and 

clear of moving parts. 

Remove bed from service. Securely retain wires so they are 

clear of moving parts. Contact Med-Mizer® customer 

service to order replacement missing or damaged wire 

fasteners. 

Verify the plug connectors for the controls, drive motors, 

and motor control box are fully engaged. 

Fully engage connectors that are not properly engaged. 

Verify the side rails/ assist bars latch securely in the 

raised position.  

Remove bed from service. Contact Med-Mizer® customer 

service. 

Verify all casters securely lock when activated.  Remove bed from service. Contact Med-Mizer® customer 

service to order replacement non-locking casters. 

Verify that all bed control switches operate correctly. Contact Med-Mizer® customer service. 
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Service Parts List 

Contact Med-Mizer® customer service at (877) 867-7365 to order parts 

PART # DESCRIPTION 

6195 5 INCH CASTER WHEEL & HUB  

6201 LINAK POWER CORD 11 FOOT W/ GROUND CABLE  

6345 BARIATRIC CONTROL BOX  

6346 BARIATRIC HI/LOW MOTOR 

6355 ENGLISH OAK BARIATRIC BOARD  

6356 MAHOGANY BARIATRIC BOARD  

6357 LIGHT OAK BARIATRIC BOARD  

6358 CHERRY BARIATRIC BOARD 

6359 BARIATRIC KNEE MOTOR  

6360 BARIATRIC HEAD MOTOR 

6429 PENDANT WITH TRENDELENBURG  

6351 3 FUNCTION PENDANT  

6362 MOTOR EXTENSION CABLE 

6508 C-CLIPS FOR HI/LOW CONNECTION 

6344 PLASTIC END PANELS/COVERS  

 

Warranty 

Med-Mizer, Inc. warrants to the original purchaser that its products shall be free of defects in material 

and workmanship for a period of Lifetime on welds: 15 years on the bed frame: 5 years on the drive 

system; 1 year on wood products, casters, handsets, and miscellaneous parts. Med-Mizer’s obligation 

under this warranty is expressly limited to supplying replacement parts for, or replacing, at its option, 

any product which is, in the sole discretion of Med-Mizer, found to be defective. This warranty does not 

cover failure due to negligence, accident, abuse or installation not in accordance with the company’s 

instructions or failure to follow maintenance instructions. 

If requested by Med-Mizer, products or parts for which a warranty claim is made shall be returned 

prepaid to Med-Mizer’s factory. Any improper use or any alteration or repair by others in such manner 

as in Med-Mizer’s judgment affects the product materially and adversely shall void this warranty. 

 

80 Commerce Dr.  |  www.med-mizer.com 

Batesville, IN 47006  |  (877) 867-7365 


